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POMPA DEGERLERi /
PUMP PROPERTIES

Q :10,5 m3/h

Hm :1~ 8 Bar

T :0~ 150 °C

n :1~500d/d

Visc. :150~ 250000 SSU

KULLANIM ALANLARI

o Gida Sanayinde (Cikolata, Seker Surubu,
Krema, Melas...)
o Kimya Sanayinde (ilag, Deterjan, Sabun,
Kozmetik kremler...)
o Boya Sanayinde
o Kagit Sanayinde
. Jeller, Gres...
MALZEME SECENEKLERI
o Pompa Goévdesi ve Kapak: Pik.

Lob Yuvasi ve loblar: Celik dokim,
paslanmaz AlSI 304 / 316 dékim

o Yataklar : Rulman

. Sizdirmazhk: Mekanik salmastra, kege

USE AREAS
o Food Industry (Chocolate, Sugar Syrup,
Cream, Molasses)
. Chemical Industry (Drugs, Detergents,
Soap, Cosmetic creams...)
o Paint Industry
. Pulp & Paper Industry
o Gels, Greases...

MATERIAL OPTIONS

o Pump Body and Cover:Cast iron.

o Lobe Casing and Lobes: Steel cast,
stainless AlSI 304 / 316 cast.

o Bearings: Bearing

o Sealing: Mechanical seal, lip seal
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LOP POMPA CALISMA PRENSIBi /
WORKING PRINCIPLE OF LOBE PUMP

Lob Pompalar, Zamanlama Dislileri tarafindan tahrik edilmektedir. S6z konusu Zamanlama
Dislileri sayesinde, paralel miller Gzerinde bulunan ve tamamen paslanmaz celikten imal edilen
Govde’nin igerisinde birbirine veya govde ile lob arasinda temas etmeden donmesini saglamaktadir.
Pompanin tahriki ise rediktorden alinan dénme hareketi, dondiiren zamanlama dislisinden
dondirilen zamanlama dislisine ters yonde aktararak saglanmaktadir.

Lob Pompalarin hijyenik malzeme ve tasarimindan dolayi glivenilirlik saglayabilir, sivinin
yapisini bozmadan transfer edebilir ve sivinin viskozitesine bagli olmak lizere, 12 Bar’a kadar basing
elde edebilmektedir.

Rotary Lobe Pumps, are driven by Timing Gears. Rotor lobes, which are located on two
parallel shafts in a stainless steel casing, are prevented from physical contact with each other and/or
with inner surface of casing by timing gears. Rotational motion received from driver’s shaft are
transferred in the opposite direction to pump’s driven timing gear by driving timing gear.

Rotary Lobe Pumps are reliable thanks to its hygiene design, capable of pumping without
damaging liquid’s structure, and depending on liquid’s viscosity, Rotary Lobe Pumps have the ability
of generating pressure up to 12 Bar.
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Yandaki renkli kisim sivinin pompa gévdesindeki emis
agzi alanina, geviren ve cevrilen dis dislilerin sayesinde lob
bosluklari alanina girisini gosterir. Siyah oklar pompanin
donis ve sivinin ilerleyisini gosterir.

Colored area in the picture on the side presents liquid
while entering suction port, due to vacuum created by
rotation of lobes; which are rotated by timing gears. Arrows
in black indicates forward advancing of the liquid and
rotation direction of the pump.

Gorialdugi gibi akiskan tasinmasi loblar ile loblari
icinde barindiran gévde arasinda olmaktadir. Akiskan loblar
arasindan gegmemektedir.

Picture here presents liquid filling inner chamber of
the pump and just before reaching to discharge port. Here we
can also see how a closed area is formed between rotor/lobe
and casing.

Lob ve lob govdesi arasindaki bosluklarin sivi i¢in nasil
bir kapali cep olusturdugunu goérebiliyoruz. Bu goriinti
pompanin tamamen dolup tastigl durumu ve sivinin bosaltma
islemini, bosaltma agzindan ilerleyisini gostermektedir.
Sonunda loblarin giicli ile akiskan basing altinda ¢ikis agzina
iletilir.

In this picture, we can see how inner chamber of
pump is completely filled, how liquid have reached outlet port
and now overflowing outside the pump. As a final step, liquid
is forced under pressure to outlet port by power generated by
rotation of lobes/rotors.
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YLP3-001-035 POMPASINA AT KAPASITE VE GUC TABLOSU /

CAPACITY AND POWER TABLE

KAPASITE (m*/h) DEVIR (d/d) CIKI3 BASINCI / PRESSURE VISKOZITE
CAPACITY (Q) SPEED (1pm) 0 Bar 3.5 Bar - Bar VISCOSITY
2 100 1,5 HP 2 HP 3HP 75000 SSU

4 200 2 HP 4HP 5.5 HP 75000 SSU

6 300 2 HP 4HP 5,5 HP 15000 SSU

8 400 2 HP 4HP 5.5 HP 2500 SSU

10 500 2 HP 4HP 5,5 HP 500 SSU

11 550 2 HP 4HP 5.5 HP 150 SSU

POMPA BOYUT OLCULERiI / PUMP DIMENSIONS
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X Wl Ferruleli Pompa / Pump with Sanitary Clamp Connection

Y || Flansli Pompa / Pump with Flange Connection

Z || Ceketli Pompa / Puinp with Heating Jackets

W | Rekorlu Pompa / Pump with Male Thread Connection
B[] 001 Kodlu pompa icin / For Pump with Code 001
B*| 002 Kodlu pompa icin / For Pump with Code 002

;g;ﬁ‘:_gg;U A B| B C|C*|D | E |F|G|G*H I |I|IfJIK M|N|O P R|S|T kg
ON40 197(220(300 45
YLP3 | 035 DN50 | 324 - 62| 79(155|100|140|270|305|101[197]224]300| 14|100|135 | 55 | 32| &x7 | 27|174|1/2 4g]
DNB5 272]296]300 47
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YEDEK PARGA LISTESi / SPARE PARTS LIST
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PARCA iSMi

YLP 3-035 POMPA

LOBE PUMP

PART NAME

PARCA iSMi

PART NAME

1 M10x30 iMBUS HEX SOCKET M10x30 29 KECE B40x@60x8  LIP SEAL g40xp60x8
CIVATA
M10 PUL M10 WASHER 4 30 KOVAN O-RING FLUSH O-RING
ARKA KAPAK BACK COVER 1 31  TEKLi MEKANIK SINGLE FACE
SALMASTRA MECHANICAL SEAL
4 ARKA KAPAK O-RING BACK COVER O-RING 1 32 M6x15 iIMBUS HEX SOCKET M6x15 8
CIVATA
5  KECE @30X@45x8 LIP SEAL p30xp45x8 1 33 CIFTLIi MEKANIK FLUSH OF DOUBLE FACE 2
YIKAMA KOVANI MECHANICAL
6  SIKISTIRICI (CTL-200- SQUEEZER (CTL-200- 2 34  CIiFTLi MEKANIK FLUSH GASKET OF 2
?30) ?30) YIKAMA KOVAN DOUBLE FACE
CONTASI MECHANICAL SEAL
7  DiSLi SPUR GEAR 2 35  CIiFTLIi MEKANIK DOUBLE FACE 2
MECHANICAL SEAL
8  KIiLIT SOMUNU LOCK NUT M30x1,5 2 36 iCSEGMAN (#60)  INTERNAL CIRCLIP (¢60 ) 2
M30x1,5
9  KiLIT SACI M30 LOCK WASHER M30 2 37 KEGE KOVANI FLUSH OF LIP SEAL 2
10 RULMAN 5207 BEARING 5207 4 38 KECE KOVANIDIS  OUTER O-RING OF LIP 2
O-RING SEAL HOUSING
11 ARA BORU SPACER 2 39  KECE KOVANI FRONT FACEE O-RING OF 2
ALIN O-RING LIP SEAL HOUSING
12 PiM @8x25 PIN @8x25 4 40 LOP YUVASI LOBE CASING 1
13 M10 SOMUN M10 NUT 4 41  CEKETLi GOVDE JACKETED LOBE CASING 1
14  M10 PUL M10 WASHER 4 42  FERRULE FERRULE 2
15 GOVDE CASING 1 43  REKOR RAKOR 2
16  TAPAR3/8" CAPS R3/8" 2 44  LOP O-RING LOBE O-RING 4
17  SEFFAF YAG OIL INDICATOR R3/8" 1 45 3'L0 LOB TRI-LOBE
GOSTERGESI R3/8"
18  MAPA EYEBOLT 1 46 2'LiLOB BI-LOBE 2
19 ARASAC ADJUSTING PLATE 2 47  MiL UC KAPAK LOBE FASTENER 2
20 SAPLAMA M10x50 STUDBOLT M10x50 8 48  HAVSA BASLI COUNTERSUNK HEAD 2
CIVATA M10x25 SCREWS M10x25
21  KAPLIN KAMA 8x7x32  COUPLING KEY 8x7x32 1 49  KAPAK O-RING COVER O-RING 1
A A
22 UZUN MiL DRIVING SHAFT 1 50 ON KAPAK FRONT COVER 1
23 KISA MiL DRIVEN SHAFFT 1 51 KAPAK (CEKETLI)  COVER (w/ HEATING 1
JACKET)
24 KEGE (43x@60x10 LIP SEAL @43x@60x10 2 52 M10PUL M10 WASHER 4
25 RULMAN KAPAK O- BEARING COVER O- 2 53 M10 KUBBE BASLI  M10 DOMED CAP NUT 4
RING RING SOMUN
26  RULMAN KAPAK BEARING COVER 2 54  YATAY POMPA HORIZONTAL PUMP 1
AYAK FOOT
27 M6x15 iMBUS CIVATA  HEX SOCKET M6x15 10 55 6 KOSE CIVATA HEX BOLT M10x30 3
M10x30
28  TEKLI MEKANIK FLUSH OF SINGLE FACE 1

YIKAMA KOVANI

MECHANICAL SEAL
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